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GN 99.7 RoHS

Clamp nuts with double lever
SPECIFICATION
Steel
zinc plated, blue passivated

Shaft butt-welded to nut
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GN 99.7

Description d1 d2 d3 h1 h2 ≈ l ≈

GN 99.7-16-M8 16 M 8 10 12.5 26 47.5 55
GN 99.7-20-M10 20 M 10 12 15 32 59.5 110
GN 99.7-25-M12 25 M 12 14 19 40 75.5 210
GN 99.7-32-M16 32 M 16 18 25 52 94.5 432
GN 99.7-40-M20 40 M 20 20 31 62 118 716

GN 99.8 STAINLESS
STEEL

INOX

 RoHS

Stainless Steel-Clamp nuts 
with double lever
SPECIFICATION
Stainless Steel

 - AISI 304
 - AISI 316L A4
 - matt shot-blasted

Shaft butt-welded to nut

TECHNICAL INFORMATION
 - Stainless Steel characteristics (see page A26)
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STAINLESS STEELGN 99.8

Description d1 d2 d3 h1 h2 ≈ l ≈

GN 99.8-16-M8-A4 16 M 8 10 12.5 26 47.5 50
GN 99.8-20-M10-A4 20 M 10 12 15 32 59.5 102
GN 99.8-25-M12-A4 25 M 12 14 19 40 75.5 213
GN 99.8-16-M8 16 M 8 10 12.5 26 47.5 50
GN 99.8-20-M10 20 M 10 12 15 32 59.5 102
GN 99.8-25-M12 25 M 12 14 19 40 75.5 211
GN 99.8-32-M16 32 M 16 18 25 52 94.5 435
GN 99.8-40-M20 40 M 20 20 31 62 118 710
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